
Cast Iron Rotary Pump

PMPE142 For Oil Based & Flammable or
Combustible Liquids, 27 ltr./Minute, Fits 210 ltr.
Drum w/ 2" NPT/BSP Bung

Heavy-duty cast iron construction enables Pump to
withstand heavy, frequent use.

Rotary operated for fast, easy dispensing of
large volumes of liquid

-

Rugged and hard wearing for frequent use-
No power source required - ideal for
applications where you don't have access to
electricity or compressed air

-

Lightweight design can be broken down for
compact storage or disassembled for easy
cleaning

-

Excellent for use with light oils, diesel and other
non-corrosive fluids

-

Delivers up to 27 litres per minute to quickly fill
containers

-

Three-piece suction tube fits 210-litre drums-
1” (25mm) outlet spout for dispensing-
Fits 2" BSP or 2" NPT bung threads on 210-litre
drums

-

Specifications

Use With Oil Based & Flammable or Combustible Liquids

Outlet 25mm OD

Style Rotary Operated

Colour Red & Silver

Sold as 1 each

Weight 6 kg

# per Pallet 99

Composition Wetted parts: Iron, Steel, Nitrile

Fits 210 ltr. Drum w/ 2" NPT/BSP Bung

Maximum Flow Rate 27 ltr./Minute

Maximum Viscosity 440 cSt, or SAE 30W Oil (@ 40°C)

Technical Documents

Drum Pumps

https://newpigltd.scene7.com/is/content/NewPigLtd/pdfs/CCG_DRUMPUMP.pdf

