
PIG® IBC Roll Top Hardcover

PAK902 Holds (1) 1000 ltr. IBC, 1363 L Sump
Capacity, 3632 kg Load Capacity

This roll top is big and strong enough for your IBCs!
Outdoor storage solution helps you comply with
environmental regulations.

Provides protected storage and liquid
containment for IBC units up to 132cm L x
132cm W x 135cm

-

Weather-resistant design prevents
contaminants from entering storm water

-

Low-density polyethylene (LDPE) construction
with UV inhibitors resists UV rays, rust,
corrosion and most chemicals

-

Durable rolling cover and swing-out doors on
both sides provide easy access

-

Roll top can be secured with a padlock (sold
separately)

-

Heavy-duty construction has two-way forklift
entry for easy movement (unloaded only)

-

Item# Description Dimensions Weight

PAK902-BWG-AWO Assembled - Without Drain,

Black with Gray

164cm W x 157cm D x 244cm

H

239.53 kg

Metric Equivalent:

Item# Description Dimensions Weight

PAK902-BWG-AWO Assembled - Without Drain,

Black with Gray

Specifications

Dimensions 164cm W x 157cm D x 244cm H

Recycled Content 14% Post-Industrial Recycled Polyethylene

Load Capacity UDL 3632 kg

Sump Capacity 1363 L

Access 2 Hinged Doors, 1 Sliding Door

Fork Truck Access 2-way Fork Access



Interior Dimensions 157cm W x 175cm H x 152cm D

Sold as 1 each

Weight 239.53 kg

# per Pallet 1

Composition
Sump & Cover - Low-Density Polyethylene w/ UV Inhibitor

Grate - Injection Molded Polyethylene

Capacity (1) 1000 ltr. IBC

Technical Documents

PIG LDPE Products

The Control of Pollution (Oil Storage) Regulations (Northern Ireland) 2010

The Control of Pollution (Oil Storage)(England) Regulations 2001

The Water Environment (Oil Storage) (Scotland) Regulations 2006

The Water Resources (Control of Pollution) (Oil Storage) (Wales) Regulations 2016

Disclaimers

Flammables Notice

If using this product with flammable liquids, please consider the regulations that apply to storage and handling of flammable

liquids and the safety of this application, specifically flammable vapours, static discharge and heat sources.  For further

assistance, please call Technical Services.

https://newpigltd.scene7.com/is/content/NewPigLtd/pdfs/LDPE.pdf
https://www.legislation.gov.uk/nisr/2010/412/contents/made
https://www.legislation.gov.uk/uksi/2001/2954/contents/made
https://www.legislation.gov.uk/ssi/2006/133/contents/made
https://www.legislation.gov.uk/wsi/2016/359/made

